
NOTE:1. Applicable Tool/使用绑扎工具 :  MK7 MK82.UL File No./UL编号  E1938183.Min.Loop Tensile Strength/最小环形拉断力:  80N4.Bundle Diameter/捆绑直径:  1.0-22mm

Product Code Material Color Continuous OperationTemperature Flame Rating A B D E G H
T18R PA66 Red/红色 -40℃~+85℃

UL94V-2
1.1±0.2 2.5±0.2 3.5±0.2 4.8±0.2 100.0±2.0 4.8±0.2

T18R PA66 Milky White/
乳白色 -40℃~+85℃

T18R-B PA66 Black/黑色 -40℃~+85℃
T18R-W PA66(耐候型) Black/黑色 -40℃~+85℃
T18R-HS PA66(耐热型) Light Green/

浅绿色 -40℃~+105℃
T18R-HS PA66(耐热型) NA/自然色 -40℃~+105℃

T18R-HSB PA66(耐热型) Black/黑色 -40℃~+105℃
T18R-HSW PA66(耐候型、耐热型) Black/黑色 -40℃~+105℃
T18R-HR PA46(耐热型) Beige/棕黄色 -40℃~+130℃(+150℃  5000H)
T18R-HR PA46(耐热型) Red/红色 -40℃~+130℃(+150℃  5000H)
T18R-V0 PA66(耐燃型) White/白色 -40℃~+85℃

UL94V-0T18R-V0B PA66(耐燃型) Black/黑色 -40℃~+85℃
T18R-TZ ETFE Blue/蓝色 -80℃~+170℃
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