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138 Further information at www.HellermannTyton.com.sg/fixings
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Q-mounts are ideally suited for holding our innovative Q-ties in place. 
They would perfectly fit to all applications where a reliable and durable 
fixation is required. With its SolidTack adhesive Q-mounts offer an 
innovative fixing solution especially for low energy surfaces or if 
drilling a hole is not possible. Suitable for a wide range of applications 
on varnished or plastic or metal surfaces in many areas like electrical 
cabinet, railway, aerospace, automotive and agriculture machinery.

Features and benefits
• Q-mounts with homogeneous system of acrylic adhesive
• Perfect for combination with Q-ties
• Very good initial adhesion, increases with time
• Adhesive with high cohesive strength combined with good 

weathering resistance
• Innovative fixing solution for high and low energy surfaces
• Q-Mount base locks Q-tie in vertical position, means the hands are 

free to apply cables

Cable Tie Mounts with high perfomance adhesive

Mounting bases Q-Mount.

SolidTack-Series QM

Q-Mount (plan view)
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Q-Mount (side view)

H

G

TYPE
Width

(W)
Length

(L)
Height

(H)
Hole Ø

(FH)

Strap Width
max.
(G) Material Colour Adhesive

Pack
Cont. Article-No.

QM20APT-I
20.0 20.0 3.7 3.1 4.0 PA66 Black (BK) mod. Acrylate 100 pcs. 151-01592

20.0 20.0 3.7 3.1 4.0 PA66 Natural (NA) mod. Acrylate 100 pcs. 151-01591

QM30APT-I
30.0 30.0 4.5 4.1 5.1 PA66 Black (BK) mod. Acrylate 100 pcs. 151-01594

30.0 30.0 4.5 4.1 5.1 PA66 Natural (NA) mod. Acrylate 100 pcs. 151-01593

QM40APT-I
40.0 40.0 5.5 4.1 8.4 PA66 Black (BK) mod. Acrylate 50 pcs. 151-01596

40.0 40.0 5.5 4.1 8.4 PA66 Natural (NA) mod. Acrylate 50 pcs. 151-01595

All dimensions in mm. Subject to technical changes. 
Minimum Order Quantity (MOQ) may differ from package content. Other packaging options may also be available.

Cable Ties and Fixings
Cable Tie Mounts

Please find more Q-Series 
products for your system solution 
on page 139, 149 and 530.

For more information on the types 
of adhesive please see page 136.

Material specification 
please see page 22.


