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Insulation
Heat Shrinkable Tubing

MATERIAL Polyolefin, cross-linked (PO-X)

Colour Black (BK)

Shrink Ratio 4:1

Operating Temperature -55 °C to +125 °C

Min. Shrink Temperature +110 °C

Softening Point Adhesive +110 °C

Longitudinal Change 
After Shrinkage

-15 % max.

Dielectric Strength 15 kV/mm

The Cable Repair Kit LVRK is a solution for the fast and safe repair  
of damaged cable and wires in electrical installations. Damaged  
cable jackets and wires can be repaired safely and durably, saving  
time and labour.

Features and benefits
• Fast, safe and labour-saving repair of cable and wires 
• No need for concealed sockets or wire insertion, with subsequent 

cost savings
• Available as a kit for simple and easy handling
• 1x heat shrinkable tubing, length 200 mm, shrink ratio 4:1, excellent 

insulation and can be cut for installation
• 5x crimp connectors with heat shrinkable insulation and  

adhesive liner
• 4x Q-tie heat stabilised cable ties with innovative and time-saving 

open-head design

Cable repair kit

Cable Repair Kit LVRK.

LVRK

TYPE
Pack
Cont. Tools Article-No.

LVRK-24/6-200 1 pc. 30-32 380-04004

All dimensions in mm. Subject to technical changes. 
Minimum Order Quantity (MOQ) may differ from package content.

Recommended Tools

30 31 32

H5002 H5004 E4500

561 561 560

For more information on toolings please refer to the 
Application Tooling chapter.

Application video:  
LVRK




