Edge protection

EdgeGuard

EdgeGuard is used to cover panel edging to prevent chafing and provide an attractive finish.

Features and benefits
- Very flexible
- Easy to apply
- Protects cables from chafing on bulkheads

EdgeGuard protection against sharp panel edges.

**MATERIAL**
Polyvinylchloride (PVC)

**Operating Temperature**
-65 °C to +105 °C

**Flammability**
UL94 H8

<table>
<thead>
<tr>
<th>TYPE</th>
<th>Width (W)</th>
<th>Width (W2)</th>
<th>Width (W3)</th>
<th>Width (W4)</th>
<th>Height (H)</th>
<th>Height (H2)</th>
<th>Colour</th>
<th>Pack Cont.</th>
<th>Article-No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>PS1</td>
<td>1.2</td>
<td>0.6</td>
<td>-</td>
<td>-</td>
<td>5.0</td>
<td>3.2</td>
<td>Black (BK)</td>
<td>75 m</td>
<td>800-00200</td>
</tr>
<tr>
<td>SM1</td>
<td>5.0</td>
<td>1.0</td>
<td>1.8</td>
<td>4.2</td>
<td>6.3</td>
<td>4.9</td>
<td>Black (BK)</td>
<td>75 m</td>
<td>800-00004</td>
</tr>
<tr>
<td>RA1</td>
<td>6.4</td>
<td>2.4</td>
<td>-</td>
<td>-</td>
<td>7.1</td>
<td>5.6</td>
<td>Black (BK)</td>
<td>75 m</td>
<td>800-00001</td>
</tr>
</tbody>
</table>

All dimensions in mm. Subject to technical changes. Minimum Order Quantity (MOQ) may differ from package content.